
IC Chip 2903,  3 LEDs addressable Digital RGB Tape Light

5050 RGB Digital Tape Light

3 Years 120°
CONATANT
VOLTAGE

IP 22 IP 65 IP 67 IP 68

2903 IC Chip 5050, every 3 leds addressable

Outdoor , indoor, show window lighting (IP65, IP67 & IP68) available

Epistar chips, LM80 tested,        36L/48L/60Lor Customization

Cuttable every 3 LEDs for 12V

with 3M sticker  on the back  for easy installation

cULus Listed, 3 years warranty

 Certified



10mm

IC Chip 2903,  3 LEDs addressable Digital RGB Tape Light

5050 RGB Digital Tape Light

SMD 5050

9.79W/m

12V: 62.5mm 3LEDs

24V: 125mm 6LEDs

P

3

DN-5050-12V-48-RGB

DN-5050-12V-48-RGB

DN-5050-12V-48-RGB

DN-5050-12V-48-RGB

24000-30000

48900-61200

15300-18100

Note :  Lumen output are measured according to LM-79-08, with a tolerance of +/- 5%

Note : Standard package: 5M/Roll

Model  Quality level LED Q'ty/M Input voltage CCT/Color

DN-IP22
DWS-IP65

5050A-3yrs warranty

FDN

DWT-IP67

RGB Digital



IC Chip 2903,  3 LEDs addressable Digital RGB Tape Light

5050 RGB Digital Tape Light

DN-48-RGB-12V

20.8[0.82] 62.5[2.46]

20.8[0.82] 125[4.92]

DC 12V

DC 24V
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10 [0.39] 12.3 [0.48] 12.7 [0.50]

IP22
Silicon tube 
encased(WT)

Glue coated(WS) Silicone 
Extrusion(WE)

68

8.4 (1±10%) kgs
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